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TRANSPORTATION SAFETY PLAN 

 

Education Code Section 39831.3





Page 3 of 7 

● All student escorts or crossings must be done in front of the bus. 
● No pushing or shoving is allowed at the bus stop,  when entering or exiting the bus, or when on 

the bus. 
● Students should wait 12 feet from where the bus is located. 
● If students exhibit inappropriate behavior at the bus stop, the driver may issue a referral, citation 

and/or a suspension. 
●
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● The Dispatcher will notify the Director of Transportation when atmospheric conditions cause 
transportation services to be unsafe. 

● The Director of Transportation or designee will contact the Assistant Superintendent of Business 
Services whenever transportation is postponed or cancelled. 

● Transportation Services will consult with District staff for a directive to suspend or delay 
transportation. 

 

 

Airborne Toxic Control Measure To Limit School Bus Idling and Idling At Schools ς Title 13 CCR 
2480 
A statewide regulation limits school bus idling and other idling at or near public and private schools 
engaged in the education of pupils at or below the 12th grade level, regardless of fuel type and whether 
or not children are present or school is in session 
(13 CCR 2480). 
 
When at School, school bus, transit bus, and commercial motor vehicles drivers are required to turn off 
the engine upon  arriving at a school, and restart it no more than 30 seconds before departing. 
 
When Within 100 Feet of a School, school bus drivers are required to turn off the engine when within 100 
feet of a school, and restart it no more than 30 seconds before departing.  Transit buses and commercial 
motor vehicles are prohibited from idling for more than 5 minutes. 
 
Other Locations Beyond 100 Feet of a School, school bus drivers are prohibited from idling more than 5 
minutes at locations beyond schools, such as school bus stops, or school activity destinations.  In addition, 
another regulation that applies to commercial diesel vehicles prohibits idling a vehicle’s engine for more 
than 5 minutes at any location (13 CCR 2485). 
 
 

Students left aboard the school bus 
All school bus drivers must ensure, before leaving the general vicinity of the bus, that there are no 
students aboard.  For purposes of this section, general vicinity is defined as leaving the bus except for the 
purposes of loading/unloading as defined in CVC 22112 paragraph (1) subdivision (d). 
 
All school bus drivers will check the bus after each route/run to ensure no student is left aboard. 
 
All school bus drivers will be required to perform a student check utilizing installed systems after each 
route/run, which is an electronic verification that the school bus driver has completed a student/child 
check as required by California Education Code.  This includes but is not limited to all morning, mid-day, 
afternoon, evening routes/runs/weekend trips. 
 
Failure by a driver to complete the requirements as stated above will result in disciplinary action and 
possibly termination along with notification to the California Department of Motor Vehicles within 5 days 
of the above taking place. 
 

 
 
California Education Code Section 39831.5 
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39831.5. (a) All pupils in prekindergarten, kindergarten, and grades 1 to 12, inclusive, in public or private 
school who are transported in a schoolbus or school pupil activity bus shall receive instruction in schoolbus 
emergency procedures and passenger safety. The county superintendent of schools, superintendent of 
the school district, or owner/operator of a private school, as applicable, shall ensure that the instruction 
is provided as follows: 
(1) Upon registration, the parents or guardians of all pupils not previously transported in a schoolbus or 
school pupil activity bus and who are in prekindergarten, kindergarten, and grades 1 to 6, inclusive, shall 
be provided with written information on schoolbus safety. The information shall include, but not be 
limited to, all of the following: 
(A) A list of schoolbus stops near each pupil’s home. 
(B) General rules of conduct at schoolbus loading zones. 
(C) Red light crossing instructions. 
(D) Schoolbus danger zone. 
(E) Walking to and from schoolbus stops. 
(2) At least once in each school year, all pupils in prekindergarten, kindergarten, and grades 1 to 8, 
inclusive, who receive home-to-school transportation shall receive safety instruction that includes, but is 
not limited to, proper loading and unloading procedures, including escorting by the driver, how to safely 
cross the street, highway, or private road, instruction on the use of passenger restraint systems, as 
described in paragraph (3), proper passenger conduct, bus evacuation, and location of emergency 
equipment. Instruction also may include responsibilities of passengers seated next to an emergency exit. 
As part of the instruction, pupils shall evacuate the schoolbus through emergency exit doors. 
(3) Instruction on the use of passenger restraint systems, when a passenger restraint system is installed, 
shall include, but not be limited to, all of the following: 
(A) Proper fastening and release of the passenger restraint system. 
(B) Acceptable placement of passenger restraint systems on pupils. 
(C) Times at which the passenger restraint systems should be fastened and released. 
(D) Acceptable placement of the passenger restraint systems when not in use. 
(4) Prior to departure on a school activity trip, all pupils riding on a school bus or school pupil activity bus 
shall receive safety instruction that includes, but is not limited to, location of emergency exits, and 
location and use of emergency equipment. Instruction also may include responsibilities of passengers 
seated next to an emergency exit.  
(b) The following information shall be documented each time the instruction required by paragraph (2) of 
subdivision (a) is given: 
(1) Name of school district, county office of education, or private school. 
(2) Name and location of school. 
(3) Date of instruction. 
(4) Names of supervising adults.
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or the flashing red light signal system and stop signal arm, as required on the schoolbus, at any location 
where the department determines that the activation is necessary for the safety of school pupils loading 
or unloading from a schoolbus. 
(Amended by Stats. 2012, Ch. 769, Sec. 35.) (AB 2679) Effective January 1, 2013. 
 

SCHOOL BUS DANGER ZONE  
The Cajon Valley Union School District Transportation Department is highly concerned about the safety of 
our students. We encourage all parents to remind their students about safety and the dangers that can 
be encountered by entering the Danger Zone, which is the area around and within twelve feet of the bus.  
Students need to follow the directions of the bus driver and to stay away from the danger zone areas. 
Students exiting the bus should remain in the clear view of the bus driver after they exit.  
  

 
 
 


